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Large Steel Drums:

Greif Spiraltainer’
210L, 223L & 235L

The ideal export shipping drum.

Greif Spiraltaineris part of our full
range of steel containers for liquids,
semi-liquids, composites, dry, solid
and specialty materials.

GREIF

* The Spiraltainer’drum’s unique corrugated rolling hoops/beads
add strength while reducing outside diameter.

* Narrow profile - 585mm outside diameter - allows shipment of
four across, flat on the floor in ém and 12m ocean-going
export containers.

* Special linings are available for specific product protection.

* Improved vacuum resistance is achieved by the added
corrugation above and below each rolling hoop.

* DOT/UN performance test results enable the Spiraltainer®
drum to be used in the transport of hazardous materials for
packing groups |, Il and IIl.

* Industries we serve are: Petrochemical, Agrochemical, Paint &
Adhesives, Mining and the Fruit Industry.

* The Spiraltainer®is available in both open-top and closed-top and
can be galvanised.

Four 210L Spiraltuiner®

drums placed side by side occupy
less space than four ANSI
configuration 210L drums



Large Steel Drums:

Greif Spiraltainer’
210L, 223L & 235L

Standard Greif Specifications 582-'52'[‘:"

Narrow profile (585mm outside diameter)
allows four Spiraltainer®drums to be placed

four across, flat on the floor in an ocean-going
export container. The result: less drum damage,
more steel drums per export container.

Unique rolling hoop (beads) design features
shallow corrugations (‘w’ swedge) below and
above each rolling hoop (beads). It not only
adds additional stacking strength and increased
vacuum resistance but decreases protrusion
of each hoop (beads), while protecting labels. 892mm
34%in
Linings and lining systems assure superior
performance.

Round seam chimes add further strength
and durability, important factors for global
shipping.

Performance testing confirms compliance
with DOT/UN regulations, assuring global
acceptance.

Accessories
Available with a variety of closures. 210L
Lined or unlined. Colours as requested.

Specifications

Capacity —

Rated: 210L

Minimum: (216.5L)

Maximum: (218.6L) Unique rolling hoop (beads)
design reduces protrusion of
hoop, while enhancing vacuum

Approx. Tare Wt. (18.00kg) resistance

(Actual weight will vary with gauge)

Package design

Based on your requirements, our packaging
experts will liase with you to develop

and manufacture additional configurations
where needed.

We also manufacture: (O/T - open top, T/H - tight head)
210LO/T & T/H

223L Galvanised

235LO/T & T/H

190L T/H

170L O/T

160L O/T

100L T/H & O/T

90L O/T Open Top Drum Galvanized

Notice: This information constitutes a general description of these products. Because the

actual conditions of use of these packaging products may vary, it is the customer’s sole
responsibility to determine the suitability and compatibility of our packaging products.
'WE DISCLAIM AND EXCLUDE ANY IMPLIED WARRANTIES, INCLUDING WITHOUT
LIMITATION THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR

A PARTICULAR PURPOSE 6/06
SA (Pty) Ltd

Spiraltainer®is a registered trademark of Greif.

+ DURBAN: TEL: 031 459 6600 FAX: +27 31 462 9005 + VANDERBILPARK: TEL: +27 16 930 1100 FAX: +27 16 930 1163
+ CAPE TOWN: TEL: +27 21 531 6481 FAX: +27 21 531 2495 + PORT ELIZABETH: TEL: +27 41 452 7652 FAX: +27 41 456 2456



